
MaxBoard™  can be made with Organic or
Inorganic (no smoke) formulations to meet
your product requirements.

MaxPumpableMaxBoard

MaxPumpable™  products are used primarily
for repairing hot spot for furnace applications
without bringing the furnace down for repair.
This product has been made to flow easily
through a piston pump or caulking gun into
the hot spot area.

MaxBoard™  products are processed from

Zr

MaxBoard™  are vacuum formed products

15-20 (240-320)lbs./ft3 (kg/m3)

These products are multi-purpose products for
maximum use temperatures of 2300 ºF and
2600 ºF with excellent insulation properties.
They are easy to install and  with a lightweight
dried density. They have excellent adhesion to
ceramic wools, refractories and steel.
MaxPumpable can also be used to reach places
where fibers or refractory have degraded
causing hot spots.
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MaxRigidizer comes in 5-gallon plastic pails.

HDZ-2600 2600 HT
2600 (1345)

2450 (1345)

3300 (1816)

10 - 14 (160 - 224)

2300  1260

22 - 30 (352 - 480)

3000 HT
3000 (1650)

2750 (1510)

3400 (1871)

9 - 12 (144 - 224)
Coverage Rate  gal/sf (gal/m2) 9.29 (100) 9.29 (100)

MaxCement is a mix of high purity

MaxCement
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2100 (1148)




